
PUT THE "PERFORMANCE" BACK IN YOUR CLASSIC !

Prices subject to change without notice. Please note that kits and prices may vary between certain applications.

CLASSIC PERFORMANCE PRODUCTS, INC.
378 E. Orangethorpe Avenue  |  Placentia, CA 92870

(866) 833-0819  |  fax (714) 522-2500  |  www.classicperform.com

Steering, Brakes and Suspension Specialists

CLASSIC  PERFORMANCE
PRODUCTS, INC.

Find what you’re looking for
24 Hours a Day...

 7 Days a Week!

TECH GUIDES
INSTRUCTION SHEETS
MAGAZINE STORIES, 

and more.!

          Street Beast Kit includes:
   HYDRASTOP with steel bracket, 

raw aluminum master cylinder, prop and 
stop block and rubber pressure and return hoses. 

Show Stopper Kit includes:
HYDRASTOP with billet bracket, 
MCPV1 master cylinder, chrome 
accumulator cover, stainless pressure 
and rubber return hose.

Order our new 
catalog today!

NOW OPEN
SATURDAY

8 AM - 1:30 PM
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 #7081PTSBK & #7081PTSBK-U Instructions
for 1970-81 Rear Pro-Touring Sway Bar

Instructions:
1. Coat the sway bar pivot bushing with the supplied grease.

2. Install the pivot bushings onto the sway bar. Refer to the illustration 
below as needed.

3. Position the sway bar mounting brackets around the bushings.

4. Assemble the axle portion of the sway bar mount around the axle and 
loosely attach the sway bar to the rear axle. The dip in the sway bar 
will be down and toward the rear.

5. Position the end link mounts on the bottom of the chassis. The 
mounts will be on the flat portion of the chassis above the sway bar 
end, and a little wider than the sway bar. Locate the mounts flush to 
the end of the slot on the bottom of the chassis. (The nut tab will be 
inserted through this slot).

6. Using the mounts as a guide drill 3/8” holes into the bottom portion of 
the chassis.

7. Insert the nut tabs through the slot and into the chassis. Using the 
3/8” hardware, bolt the mounting flanges to the chassis.

8. Assemble the end links. Thread the thin nuts onto each of the male rod 
ends, then the thread the female rod ends onto the male rod ends.

9. Using the 7/16” hardware and spacer bolt the end link assemblies to 
the sway bar and mounting brackets.

10. Tighten the thin nuts against the female rod ends.

11. Tighten the axle clamps and sway bar pivot mounts to the axle.

12. Be sure to road test the car so you can familiarize yourself with the 
cars’s new handling characteristics.

 

1/4″ grade 5  10lb/ft 1/4″ grade 8  14lb/ft
5/16″ grade 5  19lb/ft 5/16″ grade 8  29lb/ft
3/8″ grade 5  33lb/ft 3/8″ grade 8  47lb/ft
7/16″ grade 5  54lb/ft 7/16″ grade 8  78lb/ft
1/2″ grade 5  78lb/ft 1/2″ grade 8  119lb/ft
9/16″ grade 5  114lb/ft 9/16″ grade 8  169lb/ft
5/8″ grade 5  154lb/ft 5/8″ grade 8  230lb/ft

GENERAL TORQUE SPECIFICATIONS:
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$899.00/kit

$749.00/kit

@

To better serve you, our 
showroom and phone 

support are now open for 
your convenience:�

8 am to 5 pm Monday - Friday
8 am to 1:30 pm Saturday

Closed Sunday
Call ahead and place your orders on 

Will Call for faster service. www.classicperform.com
VISIT OUR WEBSITE: 

HYDRASTOP™ 
BRAKE BOOSTER SYSTEMS
All New Systems puts out an amazing 1800PSI at the 
Wheels! CPP now offering high-quality direct bolt-in 

hydraulic brake booster kits designed to upgrade manual 
or vacuum-assisted brakes with a powerful and compact 

modern hydraulic assist unit. 

SHOW STOPPER

STREET 
BEAST

#6474HBK-SS

#6474HBK-SB

Classic Performance 
Products, Inc. now 
carries a wide variety 
of fuel injection 
ready tanks with 
built in trays. These 
are original-fit tanks and 
require no modifications 
to mount. This is the best 
choice for adding a fuel injection 
ready tank to your classic vehicle! 
These come as kits and include all the 
necessary pieces to mount to your 
vehicle. Available for 55-57 Chevy, 
62-67 Nova, 64-72 Chevelle, 67-69 
Camaro and more!

ORIGINAL STYLE GAS 
TANKS FOR FUEL 
INJECTION

NEW!

Fuel pumps and sending units sold separately.

 starting at 

$189.00/kit

MOPAR FRONT END KITS
These kits contain upper 

ball joints, lower ball 
joints, upper bushings, 

lower bushings, inner 
tie rods, outer tie rods, 

tie rod sleeves and strut 
rod bushings. Idler 

arms and bumpstops 
not included. 

All orders this month
over $350 will receive a FREE 
(very) Limited Edition Tee!

#FS5556OGT-FI SHOWN

NEW!

NEW!

 Tanks - starting at 

$229.00/ea

#HAHK-S Line 
Kit included 
with Show 
Stopper Kit.
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FIND WHAT YOU’RE LOOKING FOR
24 HOURS A DAY... 7 DAYS A WEEK!

VISIT OUR WEBSITE!

CHECK OUT THE DAILY DEALS!

DOWNLOAD DISC BRAKE & POWER STEERING 
TECH GUIDE.

FIND PRODUCT INSTRUCTIONS SHEETS
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8 AM TO 5 PM MONDAY - FRIDAY
8 AM TO 1:30 PM SATURDAY

CLOSED SUNDAY

CALL AHEAD AND PLACE YOUR ORDERS ON 
WILL CALL FOR FASTER SERVICE.

JOIN US ON SOCIAL MEDIA!

More "ShopTalk" Coming Soon!
www.classicperform.com

Get them today only from CPP! for only $199/pair

starting at  

$419/each
CPP carries a host of 
power steering boxes!

CPP Introduces: 
Original Replacement 
Upper Control Arms 
with Additional 5° Caster!

These 
beautifully 
stamped 
replacements have 
the look and feel of original 
factory control arms! They 
come complete with ball joints and 
cross shafts installed and have a black 
powder coated finish. These brand 
new control arms have 5 degrees 
of additional caster built right into 
the arm, not the cross shaft. This 
additional caster is a must for power 
steering and today’s modern roads.

ORIGINAL
LOCATION
OF UPPER

BALL 
JOINT

NEW
LOCATION
OF UPPER

BALL 
JOINT

NEW UPPER ARM 
WITH NEW BALL JOINT 

LOCATION

ADDITIONAL  
5° ANGLE
CASTER

(DRIVER SIDE 
SHOWN)

Add a 500Series™ 
Steering Box for 
the Ultimate 
Performance!

EXCLUSIVE! For the Best Steering Performance 
for 1955-57 Full-Size Chevy’s

BRAND 
NEW!
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